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• Sizes: to fit C-Channel 27x30 and 38x40.
  For lengths see table below.
• Material : Carbon steel
• Finish : Electro Zinc Plated
• Specifications : To be used in conjunction with C-Channels 

Cantilever C-E0 for C-Channel
27x30 & 38x40
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Manufactured for Viking SupplyNet by Erico® International Corporation. Refer to Manufacturer’s datasheet. Specifications subject to change without notice.

Technical Features

Cantilever C-E0 for C-Channel                                                                         Physical Data

Type
Section
(mm)

Length 
(L)

(mm)

Dimensions (mm / inch) Box
Qty.

 Weight
(x1)

(kg / lbs)
Reference

C O D x E H

C-Channel

27 x 30 x1 ,25

180

15,5 / 0.61 10,5 / 0.41 8,5 x 20,0 / 0.33 x 0.79 30 / 1.18

25 0,49 / 1.08 599885
240 25 0,56 / 1.23 599890
300 25 0,62 / 1.36 599900
360 25 0,68 / 1.49 599905
420 10 0,74 / 1.63 599910
540 1 0,87 / 1.91 599920
660 1 0,99 / 2.18 599925
780 1 1,12 / 2.47 599930

38 x 40 x 2,00

200

15,5 / 0.61 N/A 14,0 x 27,0 / 0.55 x 1.06 50 / 1.97

25 0,70 / 1.54 599935
250 25 0,80 / 1.76 599940
300 25 0,90 / 1.98 599950
350 25 0,99 / 2.18 599960
450 10 1,19 / 2.62 599970
550 1 1,39 / 3.06 599980
650 1 1,58 / 3.48 599990
800 1 1,88 / 4.09 599995
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C-E0 & C-E4
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Cantilever C-E0

27x30x1,25

38x40x2,00

Cantilever C-E0


