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Issued to:  VIKING CORP 

210 INDUSTRIAL PARK DR 

HASTINGS MI 49058-9706 
   

This is to certify that 

representative samples of 

 NOZZLES, SPRAY TYPE, FIXED 

See Addendum Page 
   

  Have been investigated by UL in accordance with the 

Standard(s) indicated on this Certificate. 

   

Standard(s) for Safety:  UL 2351 Spray Nozzles for Fire Protection 

ULC/ORD-C199 Automatic Sprinklers for Fire Protection 

Additional Information:  See the UL Online Certifications Directory at 

www.ul.com/database for additional information 

 
 

Only those products bearing the UL Certification Mark should be considered as being covered by UL's 
Certification and Follow-Up Service. 
 
Look for the UL Certification Mark on the product. 
 

http://www.ul.com/database
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This is to certify that representative samples of the product as specified on this certificate were tested 
according to the current UL requirements. 
 
 
Non-Automatic Type with spray angles of 30, 60, 90, 120 and 140 degrees. 
 
Model A-2 :  VK740, VK741, VK742, VK743, VK744 
Model A-2X : VK750, VK751, VK752, VK753, VK754 
Model B-2: VK760, VK761, VK762, VK763, VK764  
Model C-2: VK770, VK771, VK772, VK773, VK774  
Model D-2: VK780, VK781, VK782, VK783, VK784 
Model E: VK810, VK814, VK811, VK815,VK812 ,VK816, VK813, VK817  




